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(57) Abstract: The invention relates to a method for regulating an internal combustion engine according to one or several physi- 
cal models, wherein measurement values and adjustment values are provided as system parameters, underlying the physical model, 
in order to operate the internal combustion engine according to a regulation. One or several adaptation values can be applied, re- 
spectively, to said system parameters, in order to adapt said physical model to real conditions of the internal combustion engine. 
Estimation parameters are determined by means of said system parameters. Measurement parameters are determined on a measure- 
ment of the physical parameters, underlying estimation parameters. Said measurement parameters are evaluated in relation to the 
estimation parameters. Adaptation values are determined for at least one part of said system parameters according to an adaptation 
method, by means- of said measurement parameters, and a first operation mode or a second operation mode is adopted depending on 
said adaptation values. 

[Fortsetzung auf der ndchsten Seite] 



wo 2005/010333 ai iiiiniiiiiiiiiiwiiifflniiiiiiiiniiiiiinii 



MG, MK, MN, MW, MX, MZ, NA, NI, NO, NZ, OM, PG, 
PH, PL, PT, RO, RU, SC, SD, SE, SG, SK, SL, SY, TJ, TM, 
TN, TR, IT, TZ, UA, UG, US, UZ, VC, VN, YU, ZA, ZM, 

zw. 

(84) Bestimmungsstaaten (soweit nicht anders angegeben, fur 
jede verftigbare regional* Schuizrechtsart): ARIPO (BW, 
GH, GM, KE, LS, MW, MZ, SD, SL, SZ, TZ, UG, ZM, 
ZW), eurasisches (AM, AZ, BY, KG, KZ, MD, RU, TJ, 
TM), europ&sches (AT, BE, BG, CH, CY, CZ, DE, DK, 
EE, ES, H, FR, GB, GR, HU, IE, IT, LU, MC, NL, PL, PT, 



RO, SE, SI, SK, TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, 
GN, GQ, GW, ML, MR, NE, SN, TD, TG). 

Veroffentlicht: 

— mit intemationalem Recherchenbericht 

Zur ErkUirung der Zweibuchstaben- Codes und der anderen Ab~ 
kiirzungen wird auf die Erklarungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder reguldren Ausgabe der 
PCT -Gazette venviesen. 



(57) Zusammenfassung: Die Erfindung betrifft ein Verfahren zum Regeln einer Brennkraftmaschine gemaB einem oder mehre- 
rer physikalischer Modelle, wobci Messwcrte und Stellwerte als dem physikalischen Model! zugrandeliegcnde SyslemgroBen zur 
Verfugung gestellt werden, um die Brennkraftmaschine gemafl einer Regelung zu betreiben, wobei die SystemgroBen jeweils mit 
einem oder mehreren Adaptions werten beaufschlagbar sind, um das physikalische Modell an reale Zustande der Brennkraftmaschine 
anzupassen, wobei anhand der SystemgroBen SchatzgroBen ermittclt werden, wobei in einer Messung derSchatzgroBen zugrundelie- 
genden physikalischen GroBen MessgroBen ermittelt werden, wobei die MessgroBen beziiglich der SchatzgroBen bewertet werden, 
wobei gema*B einem Adaptionsverfahren mit Hilfe der MessgrQBen Adaptionswerte fiir zumindest einen Teil der SystemgroBen er- 
mittelt werden, wobei abhangig von den Adaptionswerlen ein erster Betriebsmodus oder ein zweiter Betriebsmodus eingenommen 
wird. 



